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Installation of new complete balloon cloth on Prism Inflatable Lighting System 
 
Tool kit provided with the unit has all the necessary tools for the operation below 
Only a licensed electrician should operate on the PIL 
 
Spares – Complete balloon cloth with bulb cage, wiring, bulb etc. 
 

1. Unfold the balloon cloth and lay it out neatly near the base of the PIL 
2. Please see that the circlip is around the fiber cover 
3. Unscrew the cap of the cable guide on top of the fiber cover 
4. Take the inner lamp wiring (three wires) in the sleeve and slide it through the 

cap first and then the cable guide. Tighten the cap 
5. Slide the balloon cloth on top of the fiber cover and tighten the circlip around 

it (use the screw driver in the tool kit) 
6. Open the small screws of the wire connector at the base and connect the three 

wires in the connector (opposite to the three wires for the lamp that are going 
inside the Control Gear box) and tighten the screws 

7. Test the connections and turn the system on 
 
Please call Prism Lighting Services LLC for any further questions at  
904-880-9900 or email service@prismlighting.net  
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Instalación de una nueva tela del globo completa en el Sistema de Iluminación Inflable Prism
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El kit de herramientas entregado con la unidad tiene todas las herramientas necesarias para la operación a continuación.
Solo un electricista autorizado debe operar en el PIL
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Repuestos: tela de globo completa con jaula de bombillo, cableado, bombillo, etc.
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PASOS:

	1. Extienda la tela del globo y colóquela cuidadosamente cerca de la base del PIL.
	2. Compruebe que el anillo de seguridad está alrededor de la cubierta de fibra.
	3. Desatornille la tapa de la guía del cable en la parte superior de la cubierta de fibra.
	4. Tome el cableado interno de la lámpara (tres cables) en el manguito y deslícelo a través de la tapa primero y luego por la guía 	del cable. Apriete la tapa
	5. Deslice la tela del globo en la parte superior de la cubierta de fibra y apriete el circlip a su alrededor (use el destornillador en el 	juego de herramientas)
	6. Afloje los tornillos pequeños del conector de cables en la base y conecte los tres cables en el conector (opuesto a los tres 	cables de la lámpara que van dentro de la caja de Control Gear) y apriete los tornillos
	7. Pruebe las conexiones y encienda el sistema.
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Si tiene más preguntas, llame a Prism Lighting Services LLC al 904-880-9900 o envíe un correo electrónico a service@prismlighting.net




